3 Projection Screen

Fixed Frame Screen

e Using 80mm or 120mm aluminum alloy frame

¢ The frame surface can choose static spurts spreading or static flocking,
elegant and durable.

e Unigue tightening device make the screen be completely flat.
Easy installation, widely used for home theatres.

Comparison for the normal screen
and high contrast screen

. Viewing Area Packing Dimension
Size No. (W x H) (mm) L (mm) | C (mm) | D (mm) (LxW x H (mm) G.W.(KG)
HDTV Format (16:9) e
R In the gihg brightness condition (center
60 1330 x 750 1450 870 1390 1590 x 200 x 175 10.5 ) )
lumens with 350 lux) and using the
72" 1595 x 900 1715 1020 1655 1855 x 200 x 175 12.1 1200ANSI LED projector. From the
84" 1860x 1050 | 1980 | 1170 | 1920 | 2120x200x 175 13.8 comparison, the right screen is much
” clearer than the left screen. grey glass
92 2040 x 1150 | 2160 1270 2100 2300 x 200 x 175 14.9 beaded screen with high contrast and
100” 2215 x 1245 2335 1365 2275 2475 x200x 175 15.9 resolution, fine colour redition, even in the
120" | 2660x 1495 | 2780 | 1615 | 2720 | 2920x200x175 | 186 igh brightness condlion, the grey glass
beaded screen still can show the excellent
150" 3325x 1870 | 3445 1990 3385 3585 x 200 x 175 22.4 contrast and blackness.
180" 3895 x 2245 | 4145 2405 4095 4285 x 260 x 200 37.5
200" 4430 x 2495 | 4590 2655 4524 4730 x 260 x 200 41.7
Video Formatt (4:3)
60" 1220 x 915 1340 1035 1280 1480 x 200 x 175 10.9
72" 1465 x 1100 1585 1220 1525 1750 x 200 x 175 12.5
Dealers:
84” 1710 x 1280 1830 1400 1770 1970 x 200 x 175 14.2
92" 1870 x 1405 1990 15625 1930 2130 x 200 x 175 15.4
100” 2035 x 1525 2155 1645 2095 2295 x 200 x 175 16.5
120” 2440 x 1830 2560 1950 2500 2700 x 200 x 175 19.3
150" 3050 x 2290 | 3170 2410 3110 3310 x 200 x 175 23.4
180" 3660 x 2745 | 3820 2905 3754 3960 x 260 x 200 39.2
200" 4065 x 3050 | 4225 3210 4159 4365 x 260 x 200 43.6




